
Specifications: HC-30

Montée du Terral - 34430 Saint-Jean-de-Védas - France
Tel: +33 4 67 27 43 05 Fax: +33 4 67 27 85 64 - www.tag-fr.com - contact@tag-fr.com

Specifications: HC-37
The charger HC-30 is for the handheld microphone SQ-
5016. 

The charger HC-37 is for the beltpack transmitter SM-
5016. 

Specifications: SQ-5016

Frequency Range UHF High Band 600 - 900 MHz

Switching Bandwidth 20MHz

Switchable Frequencies 16

RF Power Output 35mW

Spurious Emission > 60 dB below carrier

Dynamic Range > 110 dB

Display Screen LCD

T.H.D. < 0.5%

Battery Type AA x 2

Operating Life about 12 hours (Alkaline)

Charging Function YES

Peak Deviation ± 40KHz

Antenna Built in

Microphone Capsule Dynamic/Condenser type

Dimensions Φ 46 x 240 mm
Φ 1.81 x 9.45 in

Weight 200 g / 10.58 oz

SM-5016 and SQ-5016
UHF Belt Transmitter and UHF Handheld MIC/Transmitter

Specifications: SM-5016

HC-30 and HC-37
Beltpack Transmitter & Handheld Microphone Battery Charger

Frequency Range UHF High Band 600 - 900 MHz

Switching Bandwidth 20MHz

Switchable Frequencies 16

RF Power Output 35mW

Spurious Emission > 60 dB below carrier

Dynamic Range > 110 dB

Display Screen LCD

T.H.D. < 0.5%

Battery Type AA x 2

Operating Life about 16 hours (Alkaline)

Charging Function YES

Peak Deviation ± 40KHz

Antenna 1/4 wave, whip antenna

Connector 4-pin mini XLR type

Dimensions 100(L) x 66(W) x 24(H) mm
3.94 (L) x 2.60 (W) x 0.95 (H) in

Weight 97 g / 3.42 oz


